Brake Motor
Overview, Performance Parameter Table

Mechanical Damping
Features:

1. Simple structure
2. Braking within 0.5 second after power outage to the motor

Applicable motors: 6W, 15W, 25W, 40W, 60W, 90W, 120W, 140W
Note: If customers have special damping requirements, the damping may be adjusted within a certain range, however it may have an impact on the starting torque (as shown in

figure 2).

Electromagnetic Brake
Features:

1. Fast braking
2. Sufficient braking torque (as shown in figure 1)

Applicable motors: 15W~200W
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Figure 1
L
Motor Characteristics Table
Model no. Reduction ratio L (mm)
IK(RK)70-15 156
1:3~1:20
IK(RK)70-20 156
IK(RK)70-15 166
1:25~1:180
IK(RK)70-20 166
IK(RK)80-25(30) 1:3~1:20 160
IK(RK)80-25(30) 1:25~1:180 172
IK(RK)90-90 225
1:3~1:20
IK(RK)90-120 225
IK(RK)90-40 207
IK(RK)90-60 228
1:25~1:180
IK(RK)90-90 243
IK(RK)90-120 243
IK(RK)100-70 1:3~1:300 205
IK(RK)100-140 1:3~1:300 246
IK(RK)100-180(200) 1:3~1:300 269
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